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• IP Camera Max 24Ch support
• Up to 3 Megapixels Resolution Display and Recording
• small Files sizes by H.264 Compression
• Real-time Recording @ 4CIF
• 2-Way Audio support
• Multi-Languages selectable
• time and Date sync from NtP server
• Multiplex (Live/Playback, Recording, Backup, Networking)
• Automatic Backup by schedule
• Health Check (HDD)
• e-sAtA for quick and easy archiving
• Dynamic IP support for DDNs / DHCP

FeAtUreS

24cH MeGAPixeL 
network Video recorder

Lrn8240d

1920 x 1080 display



Lrn8240d
24ch Megapixel network Video recorder

SPeciFicAtionS
Model name Lrn8240d

Video input iP camera 24Ch/4CIF
Max. Resolution : Up-to 3Mega-pixel

output VGA 1ea
HdMi 1ea

Audio input IP Camera Audio 24ea
output 2ea (Live/Playback, two-way Audio)

Alarm input 16ea
output 4ea
notification to remote Pc Yes

recording Quality Level 5 Levels
recording Mode Continuous, Alarm, Motion, Instant, Panic

Search Playback Function FF / FB / Frame Advance / Go to First / Go to Last
Search Mode Calendar, Date/time, Event (Motion,Alarm), Bookmark, Instant

display resolution 1024x768, 1280x720, 1280x1024, 1920x1080
division Mode 1, 4, 1+5, 1+7, 9, 16, 1+16, 25

Storage internal Hdd interface type sAtA
Max. capacity 6 HDDs (up to 2tB per HDD)

external Hdd interface type e-sAtA
internal odd Yes

Backup Backup interface 3 x UsB 2.0, 1 x e-sAtA, Network (Export Only)
Supportable device Internal ODD, UsB HDD, e-sAtA HDD, UsB Memory, Remote s/W (Export Only)

Serial i/F rS-485   1ea (For LKD1000) 
rS-232c Rs-232C (D-sUB9)

network network connection 10/100/1000 ethernet 2ea
ntP (network time Protocol) Yes
Bandwidth control Yes

Security User Level Management Yes
data integrity check (watermark) Yes

Power Source  AC Free 100~240V, 50/60Hz
operating temperature / Humidity  0ºC ~ 40ºC / 0% ~ 80%RH
net weight (w/o Hdd)  000-010
dimension (w x d x H)  440x452x115

• Exact products and specifications shown may vary by geographic region and are subject to change without notice. Actual products may differ from the images appearing in the catalog.

the eco-friendly label is attached to those products which 
have passed LG Electronics’ rigorous environmental criteria that 
evaluate 6 hazardous materials (lead, mercury, cadmium, etc.)

Home entertainment company 
Security overseas Marketing team
LG twin towers, 20 Yeouido-dong, Yeongdeungpo-gu, seoul 150-721, Korea
Phone : +82-2-3777-5184

http://www.LGesecurity.com
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